
GRADE

LIGHT POLE

NUMBER
POLE

LETTER

POWER SOURCE

A

6
2

A

MINIMUM

3000 PSI

FINISH GRADE

30" DIAMETER

1.

3/4" X 10’ COPPER

CLAD GROUND ROD

FIXTURE

BUSH CONDUIT ENDS

CHAMFER EDGE 1" MINIMUM.

ACCESS PANEL

STREET LIGHT
GROUNDING LUG

N

G

0

0

0
3/4" X 10’ COPPER
WELD GROUND ROD

#14 UF CABLE

N

0

G G

3/4" X 10’ COPPER

CLAD GROUND ROD

ACCESS PANEL

METAL COVER

FINISH TO 6" BELOW FINISH

BASE.  GRADE SHALL BE AS

DIRECTED BY SDR.

6 - #7 VERTICAL

SPACING OF

#4 TIES

2.

    EQUIPMENT SCHEDULE.

INSTRUCTIONS

PROJECTION
AS PER MFR

ANCH BOLT

2.0"

3. DESIGN CRITERIA FOR CONCRETE POLE BASES.

4. INSPECTION OF DRILLED PIERS WILL BE PROVIDED BY THE SDR.  THE

INSPECTOR WILL VERIFY THAT SOILS ARE ADEQUATE TO PROVIDE THE

MINIMUM LATERAL BEARING PRESSURE SHOWN ABOVE.  THE INSPECTOR 

WILL VERIFY PROPER DIAMETER, DEPTH AND CLEANING.  CONTRACTOR

SHALL COOPERATE WITH INSPECTOR AND OBTAIN INSPECTOR’S APPROVAL

BEFORE CONCRETE IS PLACED.

1  

WJ5010STD

ANCHOR BOLTS

6-#7 VERTICAL

DRILLED PIER

30’’ DIAMETER

3’’ CLEAR

  A.  WIND: PER ASCE 7-93, BASIC WIND SPEED = 100 MPH

     I=1.0.  EXPOSURE C.

    100 PSF PER FOOT WITH 100% INCREASE FOR ISOLATED POLES

    1994 UNIFORM BUILDING CODE TABLE 18-I-A, CLASS ’’5’’ MATERIALS:

    PER FOOTNOTE ’’3’’.

#4 CIRCULAR TIES

5.

1’-8"

ACCESS PANEL

STREET LIGHT
GROUNDING LUG

G

0

0

0
3/4" X 10’ COPPER
WELD GROUND ROD

#14 UF CABLE

0

G G

3/4" X 10’ COPPER

CLAD GROUND ROD

METAL COVER

2.0"

TYP.

GENERAL NOTES

KEYED NOTES

CIRCUIT &

PHASE NUMBER

1  
    5

    5

    5

1  

1  

SCALE:              NTS

POLE IDENTIFICATION DETAIL                   
    WJ5010STD

C  

    WJ5010STD

    WJ5010STD

1  

    WJ5010STD

SCALE:        1 1/2 "=1’-0"

SECTION                                      

SCALE:              NTS

LIGHT POLE DETAIL                            
             

A  

    WJ5010STD

   18

 24  

 17  

    3

SCALE:              NTS

LINE-TO-LINE CONNECTION                      
SCALE:              NTS

LINE-TO-NEUTRAL CONNECTION                   

 17  

    3

 19  OR

3" 3" 3"

2" SCHEDULE
40 PVC

2500 PSI
CONCRETE

GRADE

SCALE:              NTS

CONCRETE ENCASED DUCT SECTION                
             

D  

    WJ5010STD

OR  20  

 23   22  OR OR

    WJ5010STD

C  

    WJ5010STD

SEE          FOR TYPICAL

            POLE IDENTIFICATION

    WJ5010STD

B  

    WJ5010STD

SEE        APPROPRIATE

          FOR WIRING

SEE PLANS FOR LOCATION OF POLES.

    DENOTES SCHEDULED EQUIPMENT.  SEE DRAWING WJ6001STD.DGN FOR

    1

3"

#2 XHHW-2 

OR USE-2

#2 XHHW-2 

OR USE-2

XHHW-2 OR USE-2

SEE PLAN DWGS. 

FOR WIRE SIZES

XHHW-2 OR USE-2

SEE PLAN DWGS. 

FOR WIRE SIZES

FIRST 3#4 CIRCULAR 

TIES 3" APART AS SHOWN

INSTALL ANCHOR BOLTS WITH 

GALVANIZED THREADED ENDS 1 2" MIN.

PER FIXTURE MANUFACTURER’S

BOLT PATTERN AND MANUFACTURER’S 

RECOMMENDED BOLT DIAMETER AND

EMBEDMENT DEPTH. 

    WJ5010STD

D  

    WJ5010STD

SEE       FOR DUCT SECTION

SEE STANDARD SPEC. #1 6521   EXTERIOR LIGHTING UNITS.

EACH POLE/LIGHT IDENTIFICATION IS SHOWN ON PLANS.  IDENTIFICATION TO BE PLACED 

ON STREET OR SIDEWALK SIDE, AS DIRECTED BY SANDIA DELEGATED REPRESENTATIVE.

1  

2  IN PARKING AREAS (LOTS), TOP OF CONCRETE FOUNDATION SHALL BE 30" ABOVE 

FINISHED GRADE.

EXTEND GROUND WIRE UP TO TOP OF CONCRETE FOUNDATION.  BOND TO GROUND ROD.3  

3  
#2 BARE

CU GROUND

2  

2  

2.0" 2.0"

WJ5010STD

SCALE:              NTS

POLE BASE WIRING DETAILS                     
    WJ5010STD

  B

    WJ5010STD

TYP.     4

TYP.     4

              

   

  

SCALE:              NTS

PULL BOX COLLAR DETAIL                       

COVER

#4 REBAR

COLLAR TO BE FLUSH

W/ PAVING AND SIDEWALK

SERVICE BOX

ELEVATION

TOP VIEW

4  

5  REINFORCEMENT STEEL SHALL BE ASTM A615, GRADE 60, MINIMUM YIELD STRENGTH

OF 60,000 PSI.

  4

  4  5

35 1/4 "

1’-4" 1’-4"

UNPAVED PAVED

SLOPE  3/4 "

#2 BARE CU GND#2 BARE CU GND

BOND TO GND ROD BOND TO GND ROD

ALL CONCRETE SHALL DEVELOP A MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI

AT 28 DAYS

  B.  MINIMUM ALLOWABLE LATERAL BEARING PRESSURE OF SOIL: PER

SCALE:              NTS

PULL BOX COLLAR ELEVATION                      

#4 REBAR
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